
 

Locker – Free Standing Systems 

Assembly Instructions  
 

 

 

 

 

FOR MODELS:  

CAC-FSGL-18/2, 18/3 & 18/4 

CAC-FSGL-20/2, 20/3, 20/4 

CAC-FSGL-24/2, 24/3, 20/4 

 

Also including instructions for combined systems 2 – 16 openings.  
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1-800-795-1150 
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**THINK SAFETY ** 

 

1. Storage racking should be installed on a level floor. Do no attempt to move 

loaded racks across uneven or sloped surfaces. Risk of tipping may result in 

equipment damage or personal injury.  

 

2. Racking should be periodically inspected for loose or damaged 

components.  

 

 

3. This racking is intended for the storage of personal protective equipment or 

other suitable materials. It may not be suitable for the storage of chemicals, 

cleaners. Check your local regulations.  

  

 

Caution: 

It is recommended that this assembly be performed by 2 or more persons. 
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Prior to Starting: 
 

Circul-Air Corp Freestanding Locker systems are assembled from a combination of modules and spacers. 

The core components are 2/3 & 4 opening systems which can be assembled as a standalone or as part of 

a larger system.  

Total System Width: 

Use the following dimensions to lay out the system:  

Total Length of System is: 

18” system length = (19” x # of Openings) + 1-1/4” 

20” system length = (20” x # of Openings) + 1-1/4” 

24” system length = (25” x # of Openings) + 1-1/4” 

 

Example:  

The customer has ordered a CAC-FSGL-18/11. This is an 18” system with 11 openings. There will 

be 12 total panels, one for each end and 10 between.  

(Total Length)” = (19” x 11) + 1-1/4” = 210-1/4”  

Each Panel will be at 19” on center.  

 

Total System Height and Depth 

Freestanding systems are app. 78” measured from the floor in height (6” foot + Locker System) 

Freestanding systems are 21” in depth from front to rear of locker, outside dimensions.  

 

Tools required (NOT INCLUDED); 

 

9/16” wrench/sockets 

7/16” wrench/sockets 

Rubber Mallet 

 

System Components Supplied – per 2 opening system 

 

(3) Divider Panels 

(1) Base Frame w/ foot pad 

(1) Upper Frame 

(2) Helmet Shelves with Aluminum Hanger Bar and Brackets 
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(2) Boot Shelves 

(4) Leg Assemblies w/ Adjustable feet 

(1) Hardware kit for Legs 

(1) Hardware kit for system assembly 

System Components Supplied – per 3 opening system 

 

(4) Divider Panels 

(1) Base Frame w/ foot pad 

(1) Upper Frame 

(3) Helmet Shelves with Aluminum Hanger Bar and Brackets 

(3) Boot Shelves 

(4) Leg Assemblies w/ Adjustable feet 

(1) Hardware kit for Legs 

(1) Hardware kit for system assembly 

 

System Components Supplied – per 4 opening system 

 

(5) Divider Panels 

(1) Base Frame w/ foot pad 

(1) Upper Frame 

(4) Helmet Shelves with Aluminum Hanger Bar and Brackets 

(4) Boot Shelves 

(4) Leg Assemblies w/ Adjustable feet * 

(1) Hardware kit for Legs 

(1) Hardware kit for system assembly 

 

*Extra center leg on 24” Systems 

 

System Components Supplied – per Spacer Section 

 

(2) Freestanding Spacers (18/20 or 24) 

(1) Helmet Shelves with Aluminum Hanger Bar and Brackets 

(1) Boot Shelves 

(1) Hardware kit for system assembly 
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Assembly steps (for lockers without security) 
 

1   

 

Place base unit on level 
floor with two holes 
towards the front left 
as shown.  

2 

 

 

 

 

Using provided 2” x 
3/8” hardware, place 
(1x) wall panel on end 
holes as shown. LEAVE 
LOOSE.  

 

Tools: 

9/16” Wrench 
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3 

 

Using provided 3” x 
3/8” hardware, place 
(1x) wall panels on 
opposite end holes. 
LEAVE LOOSE. 

 

Tools: 

9/16” Wrench 

 

  

 

 

 

NOTE: Do not drive in 
with power tool. This 
may break the thread.  
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4 

 

Install top frame to the 
assembly using 2” x 
3/8” hardware. Note: 
two holes are to front 
left.  

LEAVE LOOSE. 

 

Tools: 

9/16” Wrench 

 

  

 

 

  

 

Install remaining wall 
panels with provided 
2” x 3/8” hardware. 
LEAVE LOOSE. 

 

Tools: 

9/16” Wrench 
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5 

 

Square wall panels, 
base and hoop, by 
snugging up hardware. 

 

Tools: 

9/16” Wrench 

Small T-Square 

6 

 

Install freestanding feet 
using qty 4 – 3/8” x 1” 
bolts, washers, and 
flange nuts (per caster).  

 

Tools: 

9/16” Wrench x 2 
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7 

 

Check assembly for 
levelling and adjust 
feet and lock out wit 
retaining nut.   

8  Insert 2” plastic plugs 
in base tubes (4x) 

 

Tools: 

Rubber Mallet 

 

9  Insert 1-1/4” plastic 
plugs in ends of top 
and bottom frames (8x) 

 

Tools: 

Rubber Mallet 
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10  

Note: 2023 Model Shelf Shown 

Install hanger bar to 
top shelf using brackets 
and 1/4-20” hardware 
provided.  

 

Bottom Shelf requires 
no bar or hardware 

 

Tools: 

7/16” Wrench x 2 
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11 

 

Note: 2022 Model Shelf Shown 

Install helmet shelf and 
boot shelf in position 
to complete the 
assembly 

 

 

Repeat for all modules and move roughly into the final position. 
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To Join Modules 
 

Extended runs of FSGL lockers can be made by assembling a combination of 2 wide, 3 wide and 4 wide 

sub assemblies, combined with rigid spacers.  

1 

 

FSGL-20/12 Shown 

Space the 2, 3 or 4 
section assemblies 
close to the final 
position.  

2 

 

Using provided 2” x 
3/8” hardware install a 
spacer at the top and 
bottom between 
sections.  

Note: the extra hole 
goes to the front left.  

 

Tools: 2x 9/16” wrench 
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FOR SERVICE SUPPORT PLEASE CONTACT 

1-800-795-1150 

or 

SERVICE@CIRCUL-AIR-CORP.COM 


